


Conical Cage C able Gland
with Thread

General

« The Conical Cage Cable Gland utilizes an innovative, friction-based clamping mechanism that
distributes force over a wide area of the cable sheath. This prevents cold flow deformation,
accommodates changes in cable diameter, and ensures long-lasting IP protection

« Up to 1000 N cable retention without damage

« Suitable for indoor and outdoor installations

« Withstands high temperatures in fast-charging applications

« Prevents water, dust, and moisture ingress, even in extreme conditions

« Large-area friction-based clamping for stable sealing

Technical Details

Operating Temperature

Body, Cap Nickel Plated Brass, Stainless Steel, Aluminium
Material Seal CR(Chloroprene)
Insert Polyamide 6 V2 acc. to UL 94
O-Ring CR
Ingress Protection Rating :E gg - 5 Bar, 30 min
UL Environmental Rating TYPE4X acc. to UL50E
Permanent Intermittent

-40 °C to +100 °C

-40 °C to +120 °C

Industrial Applications

* Metric EN 60423

Thread Type « NPTANSI B1.20.1
Cable Type Non armoured
A . « Locknut
cce ssories . Gasket (Washer)
Remarks « Accessories must be ordered separately
Approvals Certificate Number Standards
In Progress IEC 62196-3, IEC 62196
uL2251
uL2875
In Progress uL817
UL1682
For details of approvals see our webpag e.
Outer Thread anne r Width
Outer Thread * Outer | max. Height
Cl ing Ra Length
Sze amping Range eng @D H Part Number
@ min-maxmm T Body SW| Cap SW
mm mm
Metric | NPT mm mm mm
30-42 BCCCG-E5 (TS)
M50 112 34-42 15 65 55 73 74 BCCCG-E5 (DS)
38-42 BCCCG-E5

Mandatory Mandatory

BN Nickel Plated Brass  |CCHoroprene

XSainlessSeel
A Aluminium

- \WCCHoroprene

Industrial Applications
Conical Cage C able Gland with Thread, Brass
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